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Products required 

·  MAXPLUG  
·  MAXSMESH and  MAXSEAL FLEX 
·  MAXSEAL/FOUNDATION 
·  MAXSEAL FLEX 

 
Method 
1. Prepare area to be treated by 

removing any loose materials ensuring 
a clean and sound surface. If rendered 
remove all render, be sure to have a 
clean, sharp joint between wall and 
slab. 

2. If flowing water is prevalent use 
Maxplug to halt the water flow (use as 
per technical bulletin) 

3. Apply onto a damp surface 150mm 
vertically from joint using MAXSEAL  
FLEX and return to slab 150mm 
incorporating MAXMESH into the 
initial coat (this method to be used for 
all cold, construction and dummy 
joints).  

4. If pinholes of water are visible after 14 
hours after the first coat, drill and plug 
area with MAXPLUG until area is dry. 

5. Apply second coat of MAXSEAL 
FLEX 

6. Apply MAXSEAL/MAXSEAL 
FOUNDATION onto remaining rigid 
damp surface area of wall overlapping 
MAXSEAL FLEX  by 50mm. 

7. If further leakages are notable repeat 
procedure at point 4. 
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8. Apply final coat of 
MAXSEAL/MAXSEAL FOUNDATION  
to damp surface  

9. Minimum of 14 hours before rendering, 
7 days before painting. 

10. If the surface area has a low porosity 
value MAXSEAL FLEX  should be 
used in place of 
MAXSEAL/MAXSEAL 
FOUNDATION. 

11. If excessive  amounts of salt  are 
prevailant on the structure do not use 
Maxseal /Maxseal Foundation in these 
areas. Please refer to efflorescence 
specification.  

12. Use this information in conjunction 
with the appropriate technical data 
bulletins  


